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CONTROLS AND INDICATORS 
 

CONTROL DESCRIPTION 

 

ON/OFF BUTTON. The equipment is automatically switched on when the lid is opened. Additionally, this button 
can be used to switch the equipment on and off.  

 

PAEDIATRIC MODE BUTTON: This button is used to select the paediatric mode. When the selected patient 
type is PAEDIATRIC, the button is illuminated with a green LED. For patients under 8 years of age or weighing 
less than 25 kg (55 lbs) the paediatric mode should be selected 

 

SHOCK BUTTON. This button should be pressed to simulate the delivery of a defibrillation shock. This button 
flashes when the defibrillator is ready to deliver the shock. 

 

The PADS CONNECTOR is used to connect the training pads to the REANIBEX 100 TRAINER. The device detects 
the connection of the training pads issuing the corresponding warning message if they are not connected.  

 

INTENDED USE 
The REANIBEX 100 TRAINER is a simulator of the REANIBEX 100 designed to assist the instructors with the use of the defibrillator 
during the training sessions and to show that the users have the required knowledge.  Training with the REANIBEX 100 TRAINER not 
only improves your CPR skills, but also increases your confidence and readiness to deal with real emergency situations. 

The REANIBEX 100 TRAINER simulates voice prompts and audible tones features of REANIBEX 100 defibrillator. The REANIBEX 100 
TRAINER provides simulated shock delivery; it has no high voltage capabilities and does not deliver any energy, ensuring its safety 
during use. 
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The instructor must use the REANIBEX 100 TRAINER app to operate the REANIBEX 100 TRAINER, to define settings for training 
scenarios and to control the training scenarios. The REANIBEX 100 TRAINER app can be downloaded from: 

  

  

        

SETTING UP THE REANIBEX 100 TRAINER 
It is easy to set up your REANIBEX 100 TRAINER. Just follow these steps: 

 

1. UNPACKING THE REANIBEX 100 TRAINER 

Check the content of the box of the REANIBEX 100 TRAINER. If something is missing, please call Bexen cardio or your local 
distributor as soon as possible.  

The standard configuration of the REANIBEX 100 TRAINER includes: 

 REANIBEX 100 TRAINER 

 6 x AA alkaline batteries for the trainer 

 1 training pads cable 

 1 set of training pads 

 User Manual 
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CAUTION 

• Do not store the REANIBEX 100 TRAINER or training pads together with the real defibrillator to avoid confusion in real 
emergencies. 
• The REANIBEX 100 TRAINER is not a rescue device and cannot deliver defibrillation shocks. The REANIBEX 100 TRAINER is for 
training or demonstration only. 

 

2. INSTALLING AND REPLACING THE BATTERIES 

a) Open the battery compartment on the back part of the device. 

b) Insert the batteries in the batteries holder. Ensure that the polarity is 
correct, taking care to align the (+) and (-) terminals correctly.  

c) Place the battery compartment cover and press it down firmly while 
you close it.   

 

 

NOTE: Always replace all of the batteries at the same time. Always use six 
identical batteries. 

 

WARNING 

The status indicator LED of the REANIBEX 100 TRAINER is not active and does not flash every 10 seconds when the device is 
switched off. This LED is only active when the REANIBEX 100 TRAINER is switched on. 
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3. CONNECTING THE TRAINING PADS  

Training pads are similar to pads used in a real AED defibrillator; however their dimensions and materials are different and 
cannot deliver a defibrillation shock. 

To connect the training pads to the REANIBEX 100 TRAINER take the following steps: 

1. If pads cable is not pre-connected, connect the pads cable to the connector of the REANIBEX 100 TRAINER as shown in 
the following figure 

a) Align the training pads cable connector with 
the connector input. 

b) Push in firmly until the connector is in place. 

2. Remove the training pads form its package. 

3. Connect the snap of the training pads to the pads 
cable. 

 
 

 

CAUTION 

• The REANIBEX 100 TRAINER uses special training pads used only to demonstrate proper pad placement. Training pads cannot 
deliver a shock or acquire ECG signal. 
• Training pads are for training use only and should not be used with a real defibrillator. 
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REANIBEX 100 TRAINER APP 
The REANIBEX 100 TRAINER app allows instructors to simulate a wide variety of emergency situations, providing an immersive and 
realistic training environment. 

With a user-friendly interface, the app is easy to navigate and use, allowing users to focus on their training. Choose from different 
training options, configure and customize your training sessions according to your needs and objectives.  

Access a library of educational resources including guides, videos and articles on CPR techniques and the use of the REANIBEX 100 
defibrillator. 

 

1. PAIRING THE REANIBEX 100 TRAINER AND THE APP 

Before using the REANIBEX 100 TRAINER it is necessary to pair the device with the app. Take the following steps to pair the 
REANIBEX 100 TRAINER: 

1. Open the REANIBEX 100 TRAINER app on your smart-phone by clicking on the  icon.  

2. The application will display the pairing screen, showing the available devices. 

3. Open the cover of the REANIBEX 100 TRAINER, the device automatically powers on in pairing mode. The green LED on 
the ON/OFF button flashes. 

4. Check that your REANIBEX 100 TRAINER appears on the pairing screen. For Android devices check the Bluetooth 

address indicated on the serial number label located on the bottom of the equipment and indicated by the symbol .  
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5. Select your REANIBEX 100 TRAINER on the app. 

6. Once paired, the REANIBEX 100 TRAINER will issue a sound and turn off, ready for the scenario simulation.  

7. The app will obtain data from the REANIBEX 100 TRAINER displaying the following screen: 

 
8. Once the data have been obtained the main simulation screen of the app will be displayed.  
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2. CONTROLS 

The main screen of the REANIBEX 100 TRAINER app contains indications about the scenarios and controls.  

On the top part of this screen information about the scenario is displayed: selected scenario, status of the scenario: 

 
 

On the bottom part of this screen the controls for the scenario are displayed: 

CONTROL DESCRIPTION 

 

This option can be used to activate or disable the metronome that guides the rescuer at the correct 
rate for chest compressions during the CPR. 

 

This option can be used to simulate the message issued by the REANIBEX 100 when the rate of the 
compressions provided by the rescuer is out of the target range. 
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This option allows to simulate different status of the pads: 
 Pads in good condition. In this case the simulation of the scenario will continue. 
 Pads in bad condition. The REANIBEX 100 TRAINER will issue the message “REPLACE PADS” to 

alert the rescuer that there is a problem with the pads. 
NOTE: The status of the pads can only be modified before starting a scenario or when pads are not 
connected to the equipment. 

 

This option allows to simulate different status of the pads: 
 Pads not connected to the manikin. The REANIBEX 100 TRAINER will issue the message “APPLY 

PADS EXACTLY AS SHOWN IN THE PICTURE” and remain in this situation till the instructor 
simulates the situation “Pads correctly connected”. 

 Pad correctly connected to the manikin. In this case the simulation of the scenario will 
continue. 

 Pads not properly connected to the manikin. The REANIBEX 100 TRAINER will issue the message 
“PRESS PADS FIRMLY TO PATIENT'S BARE CHEST.” and remain in this situation till the instructor 
simulates the situation “Pads correctly connected”. 

 

This option allows to simulate the result of the analysis: 
 Shockable rhythm 
 Non-shockable rhythm 

 

This option allows to simulate special events: 
 Low battery 
 Replace battery 
 Error  

 

Allows to configure the operation of the REANIBEX 100 TRAINER. This option will only be available while a 
scenario is not running. 
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Allows to change the simulation scenario. This option will only be available while a scenario is not 
running. 

   

Play /Pause. Press play to start or resume the scenario. Press Pause to freeze the current scenario 

 

Allows to increase/decrease the volumen of the audio messages issued by the REANIBEX 100 TRAINER. 
This option will only be available while a scenario is running. 

 

Exit from the current scenario. This option will only be available while a scenario is running 

 

NOTE: If one of the controls is not active, it will be grey. 

 

3. SCENARIOS CONFIGURATION AND SETTINGS 

To configure the operation of the REANIBEX 100 TRAINER, on the main app screen click on the following icon .The screen 
for configuring the trainer operation will be displayed. This option will only be available while a scenario is not running. 

Described below are all the parameters that can be configured in the REANIBEX 100 TRAINER, a description of the parameter, 
the various options available for each parameter and the default setting (shown in brackets): 

 

PARAMETER DESCRIPTION OPTIONS 
Inactivity Time Waiting time before the REANIBEX 100 TRAINER switches off due to 

inactivity 
Up to 30 minutes 

Language This establishes the language used for the voice prompts. Multiple languages available 
Volume Establishes the predetermined value on activation of the audible 1, 2, 3, (4) 
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messages issued by the trainer.  
Audio messages This is used to establish the level of detail provided by the voice prompt 

emitted: 
Short: The equipment simplifies the message provided during the 
operation 
Long: The equipment provides detailed information on step to be taken 
during operation 

(Short), long 

AED Type Semi-automatic: The shock button should be pressed to deliver a 
defibrillation shock. This button flashes when the defibrillator is ready 
to deliver the shock. 
Fully-automatic: the device automatically delivers a defibrillation 
shock without pressing any key.  This shock button flashes when the 
defibrillator is ready to deliver the shock. 

(Semi-automatic)/Fully-
automatic 

Default patient  This establishes the default patient mode when the device is 
switched-on 

(Adult) / Paediatric 

Consecutive shocks This defines the maximum number of consecutive shocks that can be 
delivered to the patient before the pause established by CPR 1 Time. 

(1), 2, 3 and 4 shocks 

Metronome Rate Can be used to determine rate for the metronome in compressions per 
minute 

100,(110), 120 cpm 

CPR Time 1 This is used to establish the cardio-pulmonary resuscitation time to 
apply after applying the number of shocks indicated by the 
CONSECUTIVE SHOCKS parameter. 

60, (120), 150 and 
180 seconds 

CPR Time 2 This is used to establish the cardio-pulmonary resuscitation time to 
apply after the equipment displays the warning: “SHOCK NOT 
RECOMMENDED”. 

60, (120), 150 and 
180 seconds 

CPR Ratio Adults This establishes the ratio between compressions and respirations (30:2), 15:2, Only 
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during CPR for adults compressions 
CPR Ratio Paediatric This establishes the ratio between compressions and respirations 

during CPR for paediatrics 
30:2, (15:2), Only 
compressions 

 

NOTE: When the REANIBEX 100 TRAINER is in configuration mode, all the LEDs of the device will flash. Once the instructor exits 
the configuration screen the REANIBEX 100 TRAINER will return to its normal operating mode. 

 

4. AVAILABLE SCENARIOS 

Five training scenarios are available and can be changed during the training session as desired.  

 

SCENARIO DESCRIPTION 

Infinite 
scenario 

It is a scenario without pre-established events where the instructor selects and configures the simulation 
(shockable o non-shockable rhythm) in real time.  

Scenario 1 Shockable rhythm that converts to a non-shockable rhythm. 

Scenario 2 Shockable rhythm that converts on the fourth discharge to a non-shockable rhythm. 

Scenario 3 Check pads event, followed by shockable rhythm that converts to a non-shockable rhythm. 

Scenario 4 Two consecutive non-shockable rhythm followed by a shockable-rhythm. 

To change the simulation scenario click on the  icon, on the main screen of the app. This option will only be available 
while a scenario is not running. 
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NOTE: When the REANIBEX 100 TRAINER is turned on, the device will be configured with the default scenario selected in the 
app, not with the last-used scenario. 

 

5. APP SETTING 

To change the setting of the REANIBEX 100 TRAINER app, take the following steps:  

1. On the upper right part clicking on the   icon. The following screen will be displayed: 

 

2. To change the app settings click on the icon . From this screen it is possible to change the language of the app, 
modify the permissions and activate/deactivate the Bluetooth.   
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RUNNING A SCENARIO 
Once the REANIBEX 100 TRAINER is paired with the app, take the following steps to run a scenario: 

1. Select the scenario on the REANIBEX 100 TRAINER app. 

2. Proceed with the selected training session. 

3. Open the REANIBEX 100 TRAINER cover. 

4. Check that the training electrodes are correctly placed on the manikin 
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NOTE: If the training pads are disconnected from the manikin, the REANIBEX 100 TRAINER will not detect this situation. The 
instructor must press the status pad control button on the app to simulate this situation. 

 

5. Follow the REANIBEX 100 TRAINER voice instructions to simulate use of the device in an emergency. 
 

 



 

16 

TROUBLESHOOTING 
 

SYMPTOM POSSIBLE CAUSE POSSIBLE SOLUTION 

REANIBEX 100 TRAINER does not respond 
(green light in ON/OFF button is not 
flashing) when On/Off button is pushed 

•REANIBEX 100 TRAINER batteries 
depleted or damaged 
•REANIBEX 100 TRAINER batteries 
inserted with the wrong polarity 

•Replace all six AA batteries in REANIBEX 
100 TRAINER. 
•Insert the batteries in REANIBEX 100 
TRAINER correctly 

With new batteries, REANIBEX 100 
TRAINER does not respond  

•REANIBEX 100 TRAINER  damaged • Contact the Authorised Technical 
Service. 

Low volume • Volume of the trainer set very low 
• Speaker partially covered 

• Increase the volume of the trainer using 
the app 
• Remove obstruction 

No sound 
 

• Speaker partially covered 
• Speaker damaged 

• Remove obstruction 
• Contact the Authorised Technical 
Service. 

Training pads do not adhere to manikin •Training pads adhesive damaged • Replace training pads. 

Training cable connector will not plug into 
the Trainer 

• Training pads cable connector damaged 
• Trainer pads connector receptacle 
damaged 

• Replace training pads cable 
• Contact the Authorised Technical 
Service. 

All LEDs on the REANIBEX 100 TRAINER 
blink rapidly 

•REANIBEX 100 TRAINER  damaged • Contact the Authorised Technical 
Service. 
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MAINTENANCE AND CLEANING 
 Take the following instructions into consideration when cleaning the REANIBEX 100: 

 Use a slightly moist soft cloth. Do not use abrasive or inflammable cleaning products  

 Do not submerge the equipment in liquids and ensure that the cleaning fluids do not enter the equipment  

 Before cleaning, switch the unit off. 

 Use only the following products: 

o Soapy water  

o Isopropyl or ethyl alcohol (dissolved to 70% in water). 

 

 

SERVICE AND REPAIR 
The REANIBEX 100 TRAINER is not intended to be repaired by the user. Do not open the REANIBEX 100 TRAINER, disassemble any of 
its parts or modify it in any way. The equipment must only be repaired by Authorized Technical Service personnel. 

 

 

RECYCLING INFORMATION 
Recycle the REANIBEX 100 TRAINER and its accessories at the end of its useful life. The REANIBEX 100 TRAINER must be cleaned 
before recycling.  

The equipment, its accessories and equipment packaging must be recycled according to the recommendations of the local, regional 
or national authorities in each country. 

If necessary, contact your local authorities to determine the proper method of disposal of parts and accessories of the REANIBEX 
100 TRAINER. 
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SPECIFICATIONS 

 

Dimensions 96 mm height x 285 mm depth x 217 mm width (with handle) 

Weight Equipment without batteries and without training pads: 0.8 Kg 

Equipment with batteries and training pads: 1 kg 

Batteries 6 x 1.5V AA/LR6 alkaline batteries 

New batteries will provide not less than 65 hours of continuous operation under normal 
conditions. 

Operating temperature 0ºC to 50ºC  

Storage temperature -25ºC to 70ºC   

Solid/Water protection IP55 with the cover 

Bluetooth Frequency : Uses 2.4 GHz ISM band  

Type:  Bluetooth Class 2 radio (range up to 20 meters)  

Nominal output power:  2.2 dBm  

Emissions Radiated E-M: EN 55011, Group 1, Category B 

Immunity 

Radiated E-M: EN 61000-4-3 

Radiated M: EN 61000-4-8 

ESD: EN 61000-4-2 
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CE DECLARATION OF CONFORMITY 
 

EC DECLARATION OF CONFORMITY 
Manufacturer´s name Osatu S. Coop. 

Manufacturer’s address Edificio Zearrekobuelta 
Subida de Areitio Nº 5 
48260-Ermua - Bizkaia (Spain) 

Declares that the CE marked product 

Model no. REANIBEX 100 TRAINER 
Accessories: Training pads and training pads cable 
Trade mark Bexen cardio 

Complies with 
DIRECTIVE 2014/30/EU Electromagnetic compatibility directive 
DIRECTIVE 2014/35/EU Low voltage directive 
DIRECTIVE 2011/65/EU Restriction of hazardous substances in electrical and electronic equipment directive, RoHS 

DIRECTIVE 2014/53/EU  Radio Equipment Directive ( RED) 

 

Ermua, June 8, 2024 

 

Oxel Etxebarria 

Managing Director 
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CONTACT INFORMATION 
If you have any questions about the REANIBEX 100 TRAINER or you need help, contact Bexen cardio. 

 

REANIBEX 100 
TRAINER 

This is a product of:  

 OSATU S. Coop. 
Edificio Zearrekobuelta 

Subida de Areitio Nº 5 
48260 Ermua (Bizkaia) – SPAIN 

Tel.:  +34 943 17 02 20  
Fax: +34 943 17 02 27  

E-mail: info@bexencardio.com 
www.bexen.com 

 

 
 
 
 
 
 
 
 

  

http://www.bexencardio.com/
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